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COMMERCIAL & INDUSTRIAL FLUORESCENT LIGHTING

Surface Commercial

WC
All Purpose Wall Bracket

2', 3' or 4' Lengths
1 or 2 Lamps

WC

FEATURES
• Available in 2', 3' and 4' lengths.
• Easy maintenance design.
• Suitable for wall or ceiling mounting – vertical or horizontal.
• Steel housing with opal acrylic diffuser.
• End caps spring-loaded for easy diffuser removal.
• Ideal for lavatories, corridors and utility areas.
• Guaranteed for one year against mechanical defects in manufac-

ture.

SPECIFICATIONS
BALLAST — Thermally-protected, Class P, HPF, non-PCB, UL listed,

CSA certified ballast is standard. Sound rated A.
WIRING & ELECTRICAL — Fixture conforms to UL 1570 and is suit-

able for damp locations. AWM, TFN or THHN wire used through-
out, rated for required temperatures.

MATERIALS — Parts are die-formed from code-gauge steel. Stan-
dard diffuser is 100% opal virgin acrylic.

FINISH — Five-stage iron-phosphate pretreatment ensures supe-
rior paint adhesion and rust resistance. Standard finish is high-
gloss, baked white enamel.

LISTING — UL listed and labeled. Listed and labeled to comply with
Canadian and Mexican Standards (see Options).

Specifications subject to change without notice.

ENERGY
• Luminaire Efficacy Rating (LER) and Annual Energy Cost: Two-

lamp LER.FW = 55. Annual Energy Cost = $4.35. Based on 32W T8
lamp, 2850 lumens and energy saving electronic ballast. Ballast
factor = .88, input watts = 58.

Calculated in accordance with NEMA standard LE-5.

PHOTOMETRICS
Calculated using the zonal cavity method in accordance with IESNA LM41 procedure. Vertical and horizontal illuminance is calculated
with fixture mounting 7' above floor. Reflectances 80/50/20%. Full photometric data available upon request.

WC 2 32 GEB
Report LTL 5736
Initial point illuminance on wall and horizontal work surface (fc)
X and Y coordinates are on 12" centers.

X A B C D E F G H I J K
9 3 4 6 11 15 16 15 11 6 4 4
8 3 4 6 18 31 33 31 18 6 4 3
7 2 3 3 3 3 2
6 2 3 5 16 28 30 28 16 5 3 2
5 2 2 4 6 8 9 8 6 4 3 2
4 2 2 3 3 4 4 4 4 3 2 2
3 2 2 2 3 3 3 3 3 2 2 2
2 1 2 2 2 2 2 2 2 2 2 1
1 1 2 2 2 2 2 2 2 2 2 1
Y
1 6 7 8 9 10 10 10 9 8 6 5
2 6 7 8 10 11 11 11 10 9 7 6
3 6 7 8 10 11 11 11 10 9 7 7
4 7 7 8 10 11 11 11 10 9 8 7
5 6 7 8 9 10 10 10 9 9 7 7
6 6 7 7 9 9 9 9 9 8 7 6
7 5 6 6 7 7 7 7 7 7 6 5
8 5 5 6 6 7 7 7 6 6 5 5
9 5 5 5 6 6 6 6 6 6 5 5
10 4 4 4 4 5 5 5 4 4 4 4
11 3 3 4 4 4 4 4 4 4 3 3
12 3 3 3 4 4 4 4 4 4 3 3
13 2 2 3 3 3 3 3 3 3 2 2

Vert.

Horiz.
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WC  Wall Bracket, All Purpose

MOUNTING DATA DIMENSIONS
Inches (millimeters). Subject to change without notice.

WC

Example: WC 2 32 120 GEB

NOTES:

1 MVOLT available with GEB10IS only.

2 For optional locations, consult factory.

Options

CO Grounded convenience outlet, 120V only (lower
right)2

S1 Pull-chain switch; installed bottom left; on/off
operation of all lamps only (120V only)2

TP Tamperproof construction
GEB Electronic ballasts, <20% THD

GEB10IS Electronic ballasts, <10% THD, Instant Start
GEB10RS Electronic ballasts, <10% THD, Rapid Start

CHR Chrome ends
BRS Brass ends

ES Energy saving ballasts
CSA Listed and labeled to comply with Canadian

Standards
NOM Listed and labeled to comply with Mexican

Standards

WC

Series

WC All Purpose
Wall Bracket

Lamp type

17 17W T8 (24")
20 20W TS T12

(24")
25 25W T8 (36")
30 30W T12 (36")
32 32W T8 (48")
40 40W T12 (48")

Number
of lamps

1, 2
Not included.

Diffuser type

(blank) Matte white
opal acrylic

A12 #12 pattern
acrylic

Voltage

120, 277, 347,
MVOLT1

Others
available.

ORDERING INFORMATION

C = 7/8 (22) Dia. K.O.

D = 11/16 (18) Dia. K.O.

E = 2(51) Dia. K.O.

G = 1-1/8 (29) Dia. K.O.
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